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By Authority Of 

THE UNITED STATES OF AMERICA 

Legally Binding Document 



By the Authority Vested By Part 5 of the United States Code § 552(a) and 
Part 1 of the Code of Regulations § 51 the attached document has been duly 
INCORPORATED BY REFERENCE and shall be considered legally 
binding upon all citizens and residents of the United States of America. 
HEED THIS NOTICE : Criminal penalties may apply for noncompliance. 




Document Name: ci H5 1 970: Safety Valve for Chlorine Service 



CFR Section(s): 49 CFR 173.3 15(i)( 13) 



Standards Body: Chlorine Institute 
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NAME OF PART 


MATERIAL 


PART NO. 
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t FURNISHED AS SUB- ASSEMBLY ONLY 



NOTES- GENERAL 

1. THESE PARTS ARE PARKERIZED AND VARNISHED 
WITH GUPTOL. EXCEPT ON THREADS AND 
SUDING SURFACES 

2. UNDER AAR REGULATIONS- NO DEVIATIONS FROM 
NOTES A AND B ARE AUTHORIZED. 

3. THIS VALVE IS DESIGNED IN CO-OPERATION 
WITH THE CHLORINE INSTITUTE INC. 

4. THIS DWG. SUPERCEDES DW6S LVI3I05 REV.E 
AND D-38615 

5. SEE " MAINTENANCE INSTRUCTIONS FOR CHLORINE 
INSTITUTE STANDARD SAFETY VALVES, TYPE 
N/2 JQ - ( C.I. PAMPHLET 39) FOR INSTRUCTIONS 
CONCERNING HANDLING , TESTING, INSTALLING, ETC. 

6. ALTERNATE MATERIAL- VITON E OR TEFLON 
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t FURNISHED AS SUB-ASSEMBLY ONLY 



NOTES- JQ 225 

A BREAKING PIN MECHANISM IS DESIGNED FOR 

PIN ( ITEM 23 ) TO BREAK AT 225 PSIG. 
a SET PRESSURE (SPRING SETTING) OF SAFETY 

VALVE ITSELF IS 213 PSIG- FULL UFT IS 

REALIZED AT 225 PSIG. 
C. THIS VAIVE IS FOR USE ON CHLORINE TANK 

CARS AND CARGO TANKS ONLY AT 225 PSI 

PRESSURE. 

NOTES- JQ 375 

A. BREAKING PIN MECHANISM IS DESIGNED FOR 
PIN (ITEM 23) TO BREAK AT 375 PSIG. 

R SET PRESSURE (SPRING SETTING) OF SAFETY 
VALVE ITSELF IS 360 PSIG. FULL LIFT IS 
REAUZED AT 375 PSIG 

C. THIS VALVE IS FOR USE ON CHLORINE TANK 
CARS ONLY AT 375 PSI PRESSURE 

D. SPRING IS COATED WITH XYLAN CORROSION 
RESISTANT COATING 
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